### PRODUCT DIMENSIONS

<table>
<thead>
<tr>
<th>Size</th>
<th>Rough Opening Width</th>
<th>Finished Opening Width</th>
<th>Frame Height</th>
<th>Rough Opening Height</th>
<th>Finished Opening Height</th>
<th>Daylight Area (Sq. Meters)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CKM4</td>
<td>587</td>
<td>552</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>244</td>
</tr>
<tr>
<td>CKM6</td>
<td>714</td>
<td>668</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>301</td>
</tr>
<tr>
<td>MKM4</td>
<td>714</td>
<td>668</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>427</td>
</tr>
<tr>
<td>MKM6</td>
<td>914</td>
<td>806</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>562</td>
</tr>
<tr>
<td>MKM8</td>
<td>914</td>
<td>806</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>727</td>
</tr>
<tr>
<td>PK10</td>
<td>914</td>
<td>806</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>1403</td>
</tr>
<tr>
<td>SKM6</td>
<td>1155</td>
<td>1046</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>1947</td>
</tr>
<tr>
<td>UKM8</td>
<td>1355</td>
<td>1246</td>
<td>770</td>
<td>165</td>
<td>1183</td>
<td>2531</td>
</tr>
</tbody>
</table>

### METRIC UNITS (METERS)

- **Rough Opening Width**: 587 mm, 714 mm, 914 mm, 1155 mm, 1355 mm
- **Finished Opening Width**: 552 mm, 668 mm, 806 mm, 1046 mm, 1246 mm
- **Frame Height**: 770 mm
- **Rough Opening Height**: 165 mm
- **Finished Opening Height**: 1183 mm
- **Daylight Area**: 244 sq.m., 301 sq.m., 427 sq.m., 562 sq.m., 727 sq.m.

### IMPERIAL UNITS (INCHES)

- **Rough Opening Width**: 22 1/8”, 22 1/8”, 22 1/8”, 22 1/8”, 22 1/8”
- **Finished Opening Width**: 22 1/8”, 22 1/8”, 22 1/8”, 22 1/8”, 22 1/8”
- **Frame Height**: 29 1/4”
- **Rough Opening Height**: 6 1/2”, 6 1/2”, 6 1/2”, 6 1/2”, 6 1/2”
- **Finished Opening Height**: 11 1/2”, 11 1/2”, 11 1/2”, 11 1/2”, 11 1/2”
- **Daylight Area**: 9.6 sq.ft., 12.3 sq.ft., 17.5 sq.ft., 23.1 sq.ft., 30.1 sq.ft.

### NOTES:
1. The ROUGH OPENING and FINISHED FRAMING dimensions are based on perpendicular interior finish material on all four sides and these dimensions will vary depending on the roof construction, the thickness and the design of the interior finish material.

### STANDARD GLAZING OPTIONS:
- Laminated LowE3 (600)

### COMPATIBLE FLASHINGS:
- EDI Stop Flashing
- ENL/ENLX Continuous Flashing
- EOW 110 flashing
- EOW/ENLX Continuous Flashing

---

**GPU - Top-hung Roof window**

© 2015 VELUX GROUP

© VELUX is a registered trademark