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Power Supply designed to connect to junction box by inserting through ½‐inch  knockout.

ZZZ 233 Power Supply Wiring Instruction

For questions call VELUX 1‐800‐888‐3589

Maximum of 10 ZTP motors

Power Supply
Junction Box provided by installer

Blue wire from Power Supply not used

Two red power leads to junction box not used
High voltage power from 110 ‐ 277 VAC Source

445425

Connect black wire from power supply to 
incoming hot wire and white wire from power 

supply to incoming neutral wire.  All wiring 

connections made in connected junction box 
Low Voltage Class 2 wiring

+24V
‐24V

Switch (Double Pole, Double Throw, Center Off)Installation 

+24V

‐24V

‐24V

‐24V

+24V

+24V

+24V

+24V

‐24V

‐24V

Wiring pigtail provided with each ZTP 
daylight controller motor

ZZZ 233 Power Supply Kit includes 
Power Supply and Switch.  All junction 
boxes, connectors and wiring provided 
by installer.

WARNINGElectrical connectionsIt is the customer’s responsibility:
• To contact a qualified electrical 

installer.• To assure that the electrical installation 
is adequate and in conformity with the 
latest edition of the Electrical Code and 
all local codes and ordinances,TURN OFF POWER AT THE CIRCUIT BREAKER 

OR FUSE prior to beginning installation to 
avoid fire, shock or serious personal injury 

or death.

Use copper wire or copper clad wire only.  
All connections must be made in junction 
boxes per National Electrical Code.  Junction 

boxes for power supply and ZTP Daylight 
controllers can be mounted above ceiling or 

in attic space.  All wiring and connectors 
between Power Supply and Switch, and 
between Switch and wiring pigtail from 
each motor is provided by installer. 
Minimum wire size is 22‐gauge.  Most 
applications require UL listed 18‐22 AWG 
class 2 cable for low voltage wiring.  UL 
listed plenum‐approved cables required for 

plenum return ceilings.  
Wiring for high voltage connections should 

be at least 14‐gauge.
Long runs of wiring between the Power 
Supply, Switch and ZTP motors may 
experience voltage drop which can result in 

a voltage too low to operate the motors. It 

is the installers responsibility to determine 

conditions where voltage drops may exist 
and to provide a larger wire size to prevent 

the voltage drop.

Rear of switch shown for electrical connections

ZZZ 233 Pover Supply Wiring Instruction
ZZZ 233 Instruction de câblage pour transformateur
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